irripartsz]

Kreisregner Kofler K-21

Diise & Druck Wurfweite max. Leistung Flache
mm Atii Mir. L/Min L
1.5 10.1 13 320 2.4
2 11.6 14.9 423 2.1
3 12.8 18.3 514 2.1
# 4 13.7 21.1 5EB9 2.1
5 14.5 23.6 660 2.1
5] 15.2 25.8 725 2.1
1.5 10.6 14.3 353 2.4
2 12 16.5 452 2.2
3 13.3 20.2 555 2.2
4.2
4 14.3 23.3 642 2.2
5 15 26 F07 2.2
5] 15.7 2B.5 774 2.2
1.5 11.2 16.4 394 2.5
2 12 18.9 452 2.5
3 13.8 23.2 598 2.3
4.5
4 14.3 26.7 642 2.5
5 15.4 32.7 754 2.4
5] 16.1 32.7 814 2.4
1.5 12.2 17.9 467 2.3
2 13.1 20.6 539 2.3
3 14 25.3 615 2.5
4.75
4 15 28.1 707 2.5
5 15.5 32.6 754 2.6
5] 16.3 35.7 834 2.6
1.5 12.4 20.3 483 2.5
2 13.3 23.3 555 2.5
3 14.3 28.8 642 2.7
° 4 15.5 33 754 2.6
5 16.4 36.9 845 2.6
5] 16.9 40.4 8a7 2.7




irripartsz]

1.5 13.5 24.6 572 2.6

2 14.5 28.2 660 2.6

3 16.5 34.6 855 2.4

> 4 17.5 39.9 982 2.5

5 18 44.6 1017 2.6

6 18.5 48.8 1075 2.7

1.5 14 28.2 615 2.8

2 15 33.6 707 2.9

3 17 40.2 907 2.7

° 4 18 47.5 1017 2.8
5 18.5 53.1 1075 3
6 19 581 1134 3




