irripartsz]

Hauptduse mit Nebendiise

Ol 5 o = gd =0 ol " ol U gl |l T |l = =
15° 15° 15° 15° 15° 15° 15° 150 15°
1/8”" x 3/32" 9/64” x 3/32” | 5/32” x 3/32" | 11/64" x 332" | 11/64” x 7/64” | 3/16" x 7/64" 3/16" x 1/8” 13/64" x 1/8” 7/32" x 1/8”
32x24mm. | 36x24mm.| 4,0x24mm. 4,4 x 24 mm.| 44x28mm.| 48x28mm.| 48x32mm. | 52x32mm. | 56x 3,2 mm.
Bars | Lit/h. | @ mts.| Lit/h. |@ mts.| Lit/h. | @ mts. Lit./h?”r-ﬂ mts.| Lit/h. | @ mts. | Lit/h.| @ mts.| Lit/h. | @ mts. | Lit/h. | @ mts. | Lit/h. | @ mts.
25 | 980 | 26,0 | 1.150 | 26,5 | 1.320 | 27,5 | 1.520 | 30,0 | 1.730 | 30,0 | 1.895| 32,0 | 2.050 | 32,0 |2.310 | 32,5 | 2460 | 34,0
3,0 | 1.070 | 26,0 | 1.250 | 26,5 | 1.450 28 1670 | 30,5 | 1.800 | 30,5 | 2.100 | 32,0 | 2.240 | 32,0 | 2520 | 33,5 | 2.730 | 35,0
35 [ 1.160 | 26,5 | 1.350 | 27,0 | 1.560 | 29,5 | 1.800 | 31,5 | 1.915| 31,5 | 2.255| 33,0 | 2420 | 33,0 [2.720 | 345 | 2915 | 36,0
4,0 [ 1240 | 26,5 | 1.450 | 28,0 | 1.670 | 29,5 | 1.920 | 32,5 | 2.070 | 32,5 | 2.400 | 34,0 | 2.590 | 34,0 | 2910 | 355 | 3.035| 37,0
45 | 1320 | 27,0 | 1.540 | 29,0 | 1.770 | 30,0 | 2.030 | 33,5 | 2.165 | 33,5 | 2545 | 35,0 | 2.750 | 35,0 |3.070 | 36,0 | 3.170 | 38,5
50 | 1.360 | 27,50 | 1.620 | 29,5 | 1.870 | 30,5 | 2.140 | 34,0 | 2.300 | 34,0 | 2.680 | 36,0 |2.880 | 36,0 |3.230 | 37,5 | 3.300 | 39,5
55 | 1.460 | 28,0 | 1.700 | 30,0 | 1.960 | 31,0 | 2.240 | 35,0 | 2.400 | 35,0 | 2.810| 36,5 | 3.010 | 36,5 |3.360 | 38,0 | 3.430 | 40,0

Hauptdiise mit Nebendiise (Stopfen)

O el ar | o | gl o | @ o | @ o gl o @ &
1/8” 9/64” 5/32” 11/64” 316" A 13/64" 7/32"
3,2 mm. 3,6 mm. 4,0 mm. 4,4 mm. 48mm. © 5,2 mm. 5,6 mm.

Bars | Lit./h. | @ mts.| Lit/h. |@ mts.| Lit/h. | @ mts.| Lit/h. | @ mts.| Lit./h. | @ mts.| Lit./h.| @ mts.| Lit./h. | @ mts.
25 620 26,0 790 26,5| 970 27,5 | 1.160 | 30,0 | 1.390 | 32,0 | 1.640| 32,5 | 1.720 | 34,0
3,0 680 26,0 860 26,5 | 1.050 28 1270 | 30,5 | 1510 | 32,0 | 1.790 | 33,5 | 1.880 | 35,0
3,5 740 26,5 930 2701140 | 295 | 1.380 | 31,5 | 1.640 | 33,0 | 1.930| 34,5 | 2.140 | 36,0
4,0 790 26,5 | 1.000 28,0 1.220 | 295 | 1470 | 32,5 | 1.750 | 34,0 | 2.060| 355 | 2.240 | 37,0
4.5 840 27,0 | 1.060 29,0 1.290 | 30,0 | 1.550 | 33,5 | 1.860 | 350 |2.180| 36,0 | 2.410 | 38,5
5,0 880 | 27,50 | 1.120 29,5(1.360 | 30,5 | 1.640 | 34,0 | 1.960 | 36,0 | 2290 | 37,5 | 2.520 | 39,5
55 930 28,0 | 1.170 30,0 1.430 | 31,0 | 1.720 | 35,0 | 2.060 | 36,5 | 2.380 | 38,0 | 2.640 | 40,0

(*Aspersor a 1 metro de altura)




